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1. Overview
CloudConnect is a remote monitoring service that provides a convenient web portal that
allows you to track live Monitor status, setup alerts and access historical data. The
software is mobile-friendly and accessible from any Internet-connected device with a
web browser: including your desktop, tablet, or phone.

The software is organized into several tabs, inside a menu on the left:

**When using a small screen such as a mobile device, this menu may be hidden. In this case, click the menu
fcon in the top left, to toggle the main menu**

Monitors
This tab shows a live status overview of your PureAire Monitors, and also
allows you to click on individual monitors to view a live graph, or configure
alerts.

0

Monitors Data
This tab is a quick interface to view and/or download historical data, which is

monitor data collected from any time in the past.

Events
. This tab allows you to bookmark frequently accessed historical data, such as
data collected during important events.
Events
WiFi Setup

This tab uses browser-based Bluetooth to manage the WiFi networks stored
on WiFi monitors.

WiFi Setup
‘O Loop Setup
This tab uses browser-based Bluetooth to calibrate monitor data coming
Loop Setup from a 4-20mA current loop.

¢ Settings

Settings This tab is where you can see the people who have monitoring access, and
invite more people to join your company within the software.
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The CloudConnect Module is the hardware portion, which connects to a PureAire
Monitor and brings all of the Monitor's data into the cloud, allowing for the

functionality listed above. The CloudConnect module connected to the 02 Monitor
looks like this:

e e |

Puredire Puredire
CIoudConneCl’”,%‘ “ComtEmic well
=

Module o | - @

B

e PureAire 02 Monitor

& ®

Cable not included unless —
specified.

PureAire recommends 22AWG
cable for up to ~ 1,300’ (400m).

Before logging into the monitoring software, let’s get the CloudConnect module all
wired up.

2. Hardware Wiring & Setup

The CloudConnect module must be connected to a PureAire Monitor for power and
collecting Data. Here's how to add the CloudConnect module to your existing
O2Monitor OR if the CloudConnect and Monitor do not include cabling supplied by

PureAire. NOTE: If you are supplying the cable, PureAire recommends 22 AWG
cable for up to © 1,300’ (400m).

NOTE: For PureAire Monitors and CloudConnect Modules that are already connected,
please begin the setup process in Section 3-Installation.

1) Important - Disconnect the Monitor from the power supply.

Puredire
. 2 ATy SYSISms. fic

6 6

Air checkv O,
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2) Remove the front cover using a standard phillips head screwdriver on the (4)
plastic screws (see yellow). Then, loosen the (2) flathead screws to lift the
electronics board out (see red).

(5 monitoring SyStoms. e

-

Air ch

3) Lift the electronics board out, and locate the following terminal block in your
monitor (see yellow). You will need to unplug the alarm horn connector (see
red) to gain full access to the terminal block:
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4) You will need to unscrew the cord grip on the 02 monitor,and open up the hole.
This will allow you to feed the wire from the CloudConnect module through:

Cord Grip

5) Feed the 22AWG cable through the cord grip opening, as shown above in Step 4. Do
not tighten the cord grip, yet.

6) Once the wires are fed through the cord opening, please see the diagram in the yellow
square next to the terminal block. The diagram matches exactly to the terminal block

ports. The (+) and (-) ports on the immediate sides of MA are already dedicated for the
power to the 02 Monitor. Do not use these ports.
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a) Utilize the remaining (3) open ports to connect the CloudConnect
wiring shown above in step 5. You will need a small/precision Phillips
head screwdriver.

b) Reconnect the Horn Alarm
c) Reconnect the Power
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7) With the wires inserted into the terminal block and tightened down, the hardware
setup is almost complete. Re-orient the 02 Monitor's electronics board, and
begin putting it back into place. You will likely need to back the wire out of the

8) Place the electronic board back into position, and hand tighten the (2) flathead
screws. Replace the front cover, and hand tighten the (4) Phillips plastic
screws. Re-tighten the cord grip.
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9) Remove the four screws holding the cover on the CloudConnect module, loosen the cord
grip, push the wires through the grip, and insert the wires into the terminal block as
shown below. Tighten the cord grip, replace the cover, and reinstall the screws.

. PUREAIRE T
CLOUDCONNECT
W, SOLATOR

wi O
9% V2-JASLLC

FROM
MONITOR
#
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10)Hardware setup complete!

 ; 'HI'I‘:N_I_'!"
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3. Connecting to the MPS/EPU

1) For instructions on accessing the MPS/EPU, click here for the MPS/EPU Manual

2. Once you have accessed the unit, please use the diagram below to wire the Monitor to the
CloudConnect. The diagram matches exactly to the terminal block ports.

3. Utilize the remaining (3) open ports to connect the CloudConnect. You will need a
small/precision flat head screwdriver to push in the wire-release button.

4-20 mA Out

+24VDC

3 NOT FOR
CUSTOMER USE

Latching Remote Reset
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4. Connecting to a Controller or PLC (updated
12/6/2024)

When connecting to a controller, PLC, or other hardware, the jumper must be
removed, and a cable installed from the CloudConnect to the device.

REMOVE
JUMPER
TO USE

OuUTPUT

TO
CONTROLLER/
PLC, ETC.

Remove the hole plug and install the provided cord grip. Loosen the grip portion and
push the cable through far enough so that the wires reach the terminals. Tighten the

grip portion and strip/insert the wires into the connector.

CloudConnect Manual — Rev 1.6 June 23, 2026
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REMOVE
PLUG &
REPLACE
WITH GRIP

5. Installation

The Monitor and CloudConnect module should be mounted in an area free of
vibration and electrical noise or interference. If possible, avoid areas with elevated
temperatures or condensing humidity. PLEASE NOTE: To ensure uninterrupted
service, install the Monitor and CloudConnect module in locations with sufficient
signal coverage and minimal interference.

Both the Monitor and the CloudConnect are designed for wall mounting and should
be installed at a height convenient for operation, maintenance, and viewing of the
instrument display.

The Monitor and CloudConnect module should be installed in locations where gas
leaks are likely to occur or where released gases may accumulate. They should be
mounted no closer than 12 inches above floor level. Airflow within the monitored
area, the characteristics of the gas (lighter or heavier than air), and the position of
workstations and personnel should all be considered in determining the most
suitable installation location.

For more information on installation, please see the PureAire Product Manual.
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Mounting feet can be oriented in any direction and are removable for flush mounting
to a wall or other flat surface.
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6. Account Setup

When buying a PureAire Monitor with the CloudConnect for the first time, PureAire will
provide a private link to join your company within the remote monitoring software.

https://app.pureairemonitoring.com/log_in

Using the provided link, any employee of your company can create their own account.
Each person will become associated with your company and have access to the
PureAire Monitors your company has purchased.

**This link is private, do not share it with anyone else**

1) Clicking on the link will take you to the ‘Create Account’ page.

2) Select Create Business Organization to set up a new CloudConnect account. Please Note:
Create Business Organization is only used if your company does not have an existing
CloudConnect account. See section 4.2 for instructions on how to join an existing account.

PureAlre
C2gloudConnect

Create Account

Does your business already have an orgamization?

Join Existing Organization Create Business Organization

Choose this option to join an existing business Choose this option to create a new business
organization, by providing the organization ID & crganization, then opticnally invite your co-
Ky, warkers

Already have an account? Login
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3) You will need to enter the Organization name, the CloudConnect Serial Number and
Claim Key Code provided to you in an email from PureAire Monitoring Systems. You will
also be asked to enter your name, email address, and phone number. This information is
used for CloudConnect monitoring/alerting purposes only.

4) Select Create Account once all the required information has been entered.

Organization Info

Business Name i3]
Device Info

Serial # »

Claim Key Ow
Account Info

Name 2

Email

Phone (Optional) .

sword
frkktk O
Confirm Password O~

[J 1agree to comply with the Terms of Use

Create Account

n

5) A message will appear “Success. You can now log into your new account.
6) Select Okay. You will be redirected to the page that shows your Monitor.

PureAire CloudConnect

0, 23.1.0001 x
Oxygen Monitor
Renews on Dec 20, 2024

Oxygen Level: 20.02 %
Relay 1: OFF
Relay 2: OFF
Fault: None
DTM: -
0 Alerts 2:21 PM, Dec 20

NOTE: Once a company has been created, additional Monitors will simply be

CloudConnect Manual — Rev 1.6 June 23, 2026 14



added to your existing company account. No other setup is needed.
Once you are logged in, we recommend that you create a browser bookmark for the
CloudConnect. This will make accessing CloudConnect much quicker.

7) Each CloudConnect device requires a yearly subscription, which allows
access to features such as creating alerts, and viewing and storing Monitor
data. Subscriptions renew automatically 1 year from the start of the
subscription. In order for subscriptions to continue uninterrupted, a credit
card must be entered and securely kept on file in your account.

8) From the menu, select Billing. You will see this page with the following
information-

+ At the bottom of the page, you will see the CloudConnect device. Please
note that it shows as Unlicensed. Once you Create a Payment Method,
the device will change from Unlicensed to Licensed and will now be
activated.

+  Prepaid Year for Monitor will show a credit amount. PureAire includes a
1-year subscription for each new CloudConnect device purchased.

+ Payment Method Required. You will enter your credit card information
here. Select Continue and fill in the required information. When you
finish, Select Create Payment Method.

PureAire CloudConnect

Payment Method Required to begin subscription.

Billing & Subscriptions

Organization Account Info

The following items will be applied to your next invoice.

$ Prepaid Year for Oxygen Monitor -$395.00

Created on Dec 21, 2023
View Payment History B

Payment Methods
You've started the process of adding a new payment method:

Payment Method Required

o Continue Cancel
Started on Dec 21, 2023

Your organization has not finished adding any payment methods yet

You have 1 unsubscribed device(s)

23.1.0002
Oxygen Monitor (Wi-Fi) $395 OO/year
UNLICENSED

Create New Subscription =+

CloudConnect Manual — Rev 1.6 June 23, 2026
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6.1 Join An Existing Organization

To join an existing organization, please click this link — https://app.pureairemonitoring.com/log_in

1) Select Create Account

Puredire

LogIn
Email
Password Ow

Version 0.1.2

Forgot your password? Forgot Password

Need an account? Create Account

Powered by JAS Monitoring

2) Select Join Existing Organization

Puredire
C2eloudGonnect

Create Account

Join Existing Organization Create Business Organization

% o(+)

Choose this option 1o join an existing business Choose this option 1o create a new business
organization, by providing the organization 1D & arganization, then opticnally invite your co-
Key, workers

Already have an account? Log In

3) You will need an Organization ID and Organization Key in order to create a new login. NOTE: Only
people with login credentials to your organization have access to this information. This information
can be found in Settings/Organization. Additionally, you will need to enter your name, email address,
and phone number. This information is used only for CloudConnect monitoring/alerting purposes.
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- Each CloudConnect module has a status LED

C\p”reAlre that will change color based on the current state.
2(loudGonnect

Status Upon each startup, WiFi modules enter WiFi Setup

Mode (solid blue), which will last for 60 seconds.
@ Blue: Wi-Fi Setup Mode

Q Blinking Green: Looking for connection
Blinking Lt Blue: Connecting
@ Fading Lt Blue: Connected

Cellular/Ethernet modules will skip WiFi Setup
Mode, and begin seeking a connection right away.

** In some cases, the status LED may be blinking purple, indicating a firmware update.
These usually take less than 2 minutes. During an update, do NOT turn off the module. **

Ethernet:
Some modules provide an ethernet port. If you plug in an ethernet cable to this port, the
module should detect this automatically and connect in a matter of seconds.

WiFi:
The “WiFi Setup” section of this guide has details on how to add a WiFi network to your
module during WiFi Setup Mode, as well as troubleshooting steps.

Cellular:
When starting up for the first time, it may take several minutes to find a cell connection.
Subsequent connections will occur faster, usually within 1-2 minutes.

Just like your smartphone, cellular connectivity can be impacted by areas of poor
reception, harsh weather, or signal interference from dense material. Poor cell reception
may result in intermittent data due to frequently losing cell connection.
- Ensure your module is installed in an area with cell coverage and minimal
interference.

Please get in touch with JAS if you have trouble setting up your module; we will gladly
assist you.
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/. View Live Monitor Data

When logging in to the software, you will immediately be directed to the “Monitors”
tab. You can also navigate to this tab by clicking on it from the main (vertical) menu.

This tab shows a list of your Monitors, which automatically updates every 60 seconds:

g

Monitors 02 02 Chamber
Oxygen Monitor

PureAire Monitoring

[EETUEE  Refresh C

-

= U2 Factory 02 /3

ih Oxygen Level: 21 % Oxygen Level: 18.7 %

Data

Events

4 Active Alerts
e~

WiFi Setup

Lo}

Loop Setup

o]

Settings

Relay 1: OFF
Relay 2: OFF
Fault: None
DTM: 18243

Relay 1: ACTIVE
Relay 2: OFF
Fault: None
DTM: 25589
1:01 PM, Apr 18 3 Active Alerts 7:57 AM, Apr 18

Each Monitor on the list will look similar to the following:

05 Sensor Name

Oxygen Monitor

Oxygen Level: 21 %

w The most recent 02 level and relay
states are shown.

Relay 1: OFF . . :
y (Top Right) The green connection signal
Relay 2: OFF - o .
indicates the Monitor is currently online.
Fault: None
DTM: 18243 , .
_ (Bottom Left) This Monitor currently has
4 Active Alerts 9:41 AM, Apr18
4 alerts turned on.
05 Factory 02 ) (Bottom Right) This time indicates the
Gygen RN most recent data from this Monitor.
Oxygen Level: 18.7 %
Relay 1: ACTIVE
Relay.2: OFF The look of a Monitor will change when
Fault: None it h lert wh dition i
DTM: 25589 it has an alert w F)se con '| ion is
T 757 AM, Apr 18 currently met. This doesn’t always mean

CloudConnect Manual — Rev 1.6 June 23, 2026
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some alerts only trigger after a period of time. More on alerts in the next section.

Clicking on the Monitor's name will take you to a focused view for that Monitor with 3
tabs:

The dashboard tab shows the past 7 days’ worth of data. You can adjust this to show a
more specific time range, such as only the last 12 hours.

< Devices Factory 02 Refresh C
Auto Refresh in 251s
Dashb Alerts Details
ime Range
Latest Data: 9:57 AM, Apr 18 Past Day
209 % None OFF OFF
Oxygen Level Fault Relay 1 Relay 2
I Oxygen Level (%)
25
20
15
10
5
0
10:07 AM, Apr 17 12:22 PM, Apr 17 2:37 PM, Apr 17 4:52 PM, Apr 17 7:07 PM, Apr 17 9:22 PM, Apr 17 11:37 PM, Apr 17 1:52 AM, Apr 18 4:07 AM, Apr 18 6:22 AM, Apr 18 8:37 AM, Apr 18
Each relay will be active when the oxygen level is below its threshold.
Relay 1 elay 2
Threshold s
25589 100 % 5min

DTM Signal Interval

Additionally, you can also edit the 02 level thresholds for each relay to be considered

“active”. The device must be online for this feature to work, it may take 30-60 seconds
for new data to be posted with the updated settings.

Each relay will be active when the oxygen level is below its threshold.

Relay 1 Relay 2
19.5 % 18 % Update
Threshold Threshaold

**Note: This feature does NOT change the relay threshold settings on the physical monitor.
To ensure the Monitor's relays and monitoring software are in agreement, enter the same
values as you did on the physical Monitor.**

1) The alerts tab shows you a list of alerts already created for this Monitor.
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< Devices

Dashboard

Factory 02
Auto Refresh n 2505

Alerts Details

Here you can configure alerts triggered by this device.

@ RelayTis Active
Bl igger immediately
Users: Dillon Jensen

Minimurm of 3 hours between alerts

3 Deviceis Offine
R Tagger after3 hours)
Users: Cole Jensen

Minimum of 3 hours between alerts

Oxygen Level <22%
L Trigger Immediately
Users: Dillon Jensen

3 hours betwee

Add Alert +

3/5 Alerts

* The details tab shows troubleshooting information, and allows you to rename the
device, and optionally add some brief notes about the Monitor.

~

Devices

Dashboard

Basic Info
ID: e00fce68f914ae453561b269
Type: Oxygen Sensor
Location Time Zone: America/Chicago
Last Post: 7:57 AM, Apr 18
Status: Offline

CloudConnect Manual — Rev 1.6 June 23, 2026

PureAire Monitoring

Details

Factory 02
Auto Refresh in 217s
Alerts
Overview
Edit Device
Norme
Factory 02

Notes
Zero and span settings all updated.
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8. Creating Alerts
A useful feature within the monitoring software is to set custom alerts. An alert is

simply an email/text/phone call message, describing the reason why the Monitor
triggered the alert.

Navigate to the “Monitors” tab from the main (vertical) menu. Click on the
Monitor you would like to create an alert for, then click on the “Alerts” tab.

1) Click on the “Add Alert" button to start a step-by-step process to create an alert:

PureAire Monitoring

Create Alert

@ wha @ riow © vhen Q wno
B Next

Oxygen Level Alert 0

Ex: Oxygen Level < X %

This alert will trigger based on Oxygen Level

a Relay Alert
Ex: Relay 1 is ACTIVE

This alert will trigger when Relay 1, Relay 2 or Fault Relay becomes active.

x Offline Alert

™ Ex: Device offline for >= 1 hour

This alert will trigger when the device is offline for a period of time.

The first step is to define what you would like to be alerted to. There are 3 options:

1) Oxygen Level Alert
This alert will be triggered when the 02 level is outside of an acceptable range.

2) Relay Alert
This alert will trigger based on Relay 1, Relay 2, or the Fault Relay being active.

*Relays are “active” when the 02 level is above or below a certain threshold. The main
difference from an oxygen level alert, is the alert message you will receive.

CloudConnect Manual - Rev 1.6 June 23, 2026
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3) Offline Alert
This alert will trigger when the Monitor has not been online for a period of
time.

*Offline alerts are helpful when the Monitor is expected to be in continuous operation. This
will prevent unknowingly missing alerts due to power or Internet connectivity issues. You
cannot receive an 02 level alert if the device is not online to report the 02 level!

*In the event of disruption in Internet connectivity, CloudConnect has a feature that will
store data locally for two hours during such outage, with the stored data uploaded to the
Cloud once connectivity is restored.

Click on the alert you would like, then click “Next” on the right.

2) Define the condition which will trigger the alert.

PureAire Monitoring

In this example, we are
- 3 = . o . Creatingan Oxygen Level
Alert. We set the threshold
as “Oxygen Level < 20%".
You could also change this
to be “Oxygen Level < 20%
or >22%" if only a precise
range is acceptable.

Create Alert

This screen will be different if you are creating a Relay Alert or Offline Alert instead.
Input your desired alert condition, then click “Next”.

3) Determine if this alert should be sent immediately, or only if the alert condition holds
consistently for a period of time.

PureAire Monitoring

Greate Alr In some cases, you want to know
as soon as possible when the
oxygen level dips below a certain
threshold.

In other cases, it is only
concerning If the oxygen level is
low for an extended period, such
as 30 minutes.

CloudConnect Manual - Rev 1.6 June 23, 2026 15



Alerts that trigger immediately will have a faster response time, but may offer false
alarms when the Monitor dips below the threshold only momentarily.

Adjust the settings as needed, then click “Next”.

4) Add up to 5 people from your company's CloudConnect account who should receive
alerts. If you need help, please refer to Chapter 3-Account Setup, on how to add
personnel to your CloudConnect account.

= PureAire Monitoring Click the “Add User” button, then
Create Alert . .
- 0 _ o. type their name, and optionally
- . phone number or email. Toggle
- . the buttons on the bottom for
how the user should receive the

alert. Alerts can be sent with
any combination of email, text
message, or phone call.

Finally, click the “Create” button on the right. You're done!

After you have created an alert, you will be redirected back to the “Alerts” tab for the
Monitor you created the alert for. Here you will see your newly created alert:

The top is the alert condition, the
middle are the names of people who
B Tumnoff will be alerted, the bottom indicates
the last time the alert was updated
and triggered (if applicable).

Oxygen Level < 19.5 %

Trigger Immediately

Users: Dillon Jensen

Minimum of 3 hours between alerts

Modified: 4:32 PM, Apr 18 Trigge / Edit

Roki 4 B Ak i@ Delete
ela I1s ive
A y

& Trigger after 30 minutes i Clicking the 3 dots in the top right, will
Users: Cole
open a small menu, to turn the alert
on/off, or to edit/delete the alert.
Turning off an alert means it will not
trigger for any reason.

Minimum of 3 hours between alerts

Modifled: 4:26 PM, Apr 18 Triggered: N/A

Please contact JAS if you need help setting up your ideal alert.
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9. Accessing Historical Data

All data collected from the Monitor is stored permanently and securely in the Cloud.

Anyone in your company that you invited to create a CloudConnect account can also
view or download this data at any time.

To access historical data, click on the “Data” tab.

Historical Data Access .
You must specify a date

range and a Monitor,

Select a date range and device used, to quickly view data collected during that time.

Start: End: . N »
click the “View Data
Choose a date - Choose a date = button and you will see
4/13/2023 4/16/2023
MM/ DD/YYYY MM/DD/YYYY a graph Ilke the one
below:
Device
02 Cellular Home (Oxyg... i
< Back Quick Access Data
:;xy:;e‘;\ Level % = ;m - ;Z " Update Graph

== Oxygen Level (%)

s 10:05 PM, Apr 16
I Oxygen Level (%): 20.8
20.7

206

12:04 AM, Apr 13 9:39 AM, Apr 13 714 PM, Apr 13 4:50 AM, Apr 14 2:25 PM, Apr 14 12:00 AM, Apr 15 9:35 AM, Apr 15 7:10 PM, Apr 15 4:45 AM, Apr 16 2:20 PM, Apr 16
Event Notes:

There are no notes with quick access data

You can change the data metric displayed on the graph via the dropdown in the top left,
or narrow in on a more specific range, by adjusting the hours in the top right. The hour
adjustments represent the start/end of the data snippet you are looking at.
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Download this data in CSV format by clicking the download button in the top right. The
CSV file will look like the following:

1 ITImestamp {UTC) Owygen Level (%) Relay 1 Relay 2 Fault Relay Fault

7 |2023-04-13T05:04:45,. 6482 21 0 0 0 0

3 |2023-04-13T05:09:45.6842 21 0 0 0 o If Id lik

4 |2023-04-13705:14:45.5142 21 0 0 0 0 you would like to

5 2023-04-13T05:19:45.8417 21 0 0 0 0 .

£ |2023-04-13T05:24:45.8537 21 0 0 0 o download all Monitor

7 |2023-04-13T05:29:45.9207 21 0 0 0 ] ;

8 |2023-04-13T05:34:45,5952 21 0 0 0 o data at once, Spanning

g .2n23-04-13T05:39:45.9102 21 (1] (1] o (i] months/yearsl or in an
10 | 2023-04-13T05:44:45, 7642 21 0 0 0 o

11 | 2023-04-13T05:49:46.0742 21 0 0 0 0 arbltrary format not

17 | 2023-04-13T05:54:45 5107 21 0 0 0 0

13 | 2023-04-13T05:59:45.4442 21 0 0 0 o already supported in the
14 | 2023-04-13T06:04:45.5172 21 0 0 0 o

15 | 2023-04-13T06:09:45.6562 21 0 0 0 o software, please contact
16 | 2023-04-13TD6:14:45.6722 21 0 0 0 0 . .

17 | 2023-04-13T06:19:45.4382 21 0 0 0 o JAS, and we will pFOVIde
18 | 2023-04-13T06:24:46.7782 21 0 0 0 o0 . .

19 | 2023-04-13T06:29:47.0292 21 0 0 0 o this datato you d|reCtIY-
0 | 2023-04-13T06:34:46. 5562 21 0 0 0 0
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10. Organizing Historical Data
In some cases, you may need to reference specific historical data frequently. You can
create an “Event” to serve as a bookmark for past data. An event is just Monitor data
labeled with a readable name and description.

PureAire Monitoring NaVigate to the

Stored Events

“Events” tab from the

2w Pyt it ; This will show all the

The sensor postet fata points within 3 minutes.

events you have
S e already created, and
allow you to create

new ones.

If you click the “Create” button, you will see the screen below to create a new event.
Similar to other historical data access, you just need to select a date range and a
Monitor.

PureAire Monitoring

< PastEvents Create Event
Equipment aire -

Factory 02 (Oxygen Sen.. ™

Start End

oae o
418/2023 al /182023 (o]
600 AM

The 02 evel recovered before widespread concern.

The main difference is that you can also add a name and readable description.
Once created, each event looks like the following. Click the icon in the top right to show

options to view/download the data from that event.

~~ Equipment failure
Factory 02

Viewing the data will show you a graph just
like the one in the section above about
Download

S AN, Apr 1 =0 accessing historical data.
Edit

The 02 level recovered before widespread conc 1l View

&

\0

Delete
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main menu on the left.
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11. WiFi Setup Mode

CloudConnect modules that use WiFi, will need access to join your network. You can
do this through the “WiFi Setup” tab from the main (vertical) menu. This process
happens over Bluetooth, so your module must be nearby, you cannot do this remotely.

PureAire CloudConnect

WiFi Setup

Monitors

ih
DEIC]

1) Tum your sensor module off, then on again.

2) The status LED will turn solid blue (Bluetooth mode), this will last 60
seconds.

3) Click the button below and select your sensor

WiFi Setup

Calibrate

e

Settings

jas-pureaire.uc.r.appspot.com wants to pair

4 Argon-K4UYEF - Paired

@ . Scannirg.. Cancel Pair

= PureAire CloudConnect

< Back Manage WiFi
D Connected to sensor "Argon-K4AUY8F", what would you like to do?
Monitors Add WiFi
Add another WiFi network to be used by
this monitor
th
Data
—  Clear WiFi EN
Remove all stored WiFi networks on this
[ ] monitor
Events
= List WiFi
List all the stored WiFi networks on this
- monitor
‘WiFi Setup
Test Internet Connection
Test the current internet connection with
' this monitor
Calibrate
% Disconnect
* Exit WiFi configuration session with this

monitor

Settings

CloudConnect Manual — Rev 1.6 June 23, 2026

1) Turn on your WiFi CloudConnect Module. The
status LED should turn solid blue (WiFi Setup mode),
this will last for 60 seconds.

2 While the LED is solid blue, click the “Select
Monitor” button. A small window will pop up
asking what Bluetooth device to pair with.

3) Click on the device that shows up in the list, then
click “pair”, and wait a few seconds.

*This list will only show CloudConnect modules in WiFi setup
mode, so don’t worry about pairing with the wrong device.

*Depending on your browser, the module may be named in the
format of “PA-02-XYZ” or “Argon-XYZ”

4) Once your module is connected, you will be
presented with a list of commands to perform on the
WiFi module.

You can add a new network, remove all stored
networks, list the stored networks, or test the current
internet connection.

*Each WiFi module can store up to 10 WiFi networks at once
*It does no harm to have a network stored which isn’t used
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Below are some example screenshots of performing different commands. Each command
will provide further instructions within CloudConnect.

Add WiFi:

PureAire CloudConnect PureAire CloudConnect

< Back Add WiFi < Back Add WiFi
D_ WIFi Name — D Adding WiFi
Monitors My wifi name = Monitors
o Attempting to add WiFi network...
ih WiFi name is case-sensitive and must be typed exactly 1 5:09:57 PM
Data
Password
O @ Added WiFi: My wifi name
[ =] [ 7] 5:09:57 PM
A Advanced Settings v Events You must restart the sensor for WiFi changes to take full effect.

Upon restart, it will attempt to use the new network.
i
o

WSt pr—— wiSeup =0

Each sensor can store up to 10 WiFi networks. O
Calibrate

ted

Settings

Calibrate

o

Settings

*After adding new Wi-Fi networks, restart the CloudConnect module (on/off) for changes to take place.

Clear WiFi:
ear wWirl:
PureAire CloudConnect
< Back Remove WiFi
D Removing WIFi.
Monitors
o Attempting to remove all stored WiFi
ih networks.
Data 10:15:05 AM
[ @& Removed all stored WiFi networks.
10:15:06 AM
Events
% =
WiFi Setup

O

Calibrate

e

Settings

*Only remove all networks before adding a new one. Trying to use the CloudConnect module with no
stored networks or valid Ethernet connection is useless and can lead to strange behavior.
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List WiFi:
PureAire CloudConnect

< Back List WiFi

D Listing WiF|

Monitors

o Listing stored WiFi networks..
il 5.08:15PM

o [1]: JRD2021
[ 5:08:15PM

Events
o [2]: Test netwark 2

5,08:16 PM

WiFi Setup @ Found 2 stored WiFi networks
50816 PM

Settings

*Each CloudConnect module can store up to 10 networks at once. It will use the first one it can connect
to successtully.
*Storing additional networks that aren’t consistently used won't cause any connectivity issues.

Test Internet:
PureAire CloudConnect

< Back Test WiFi

Testing WiFi...

Monitors

o Testing internet connection... It will wait up
ih to 90 seconds...

5:08:38 PM

Successfully connected via WiFi
B ("JRD2021%.

Events 5:08:40 PM

WiFi Setup “

Calibrate

e

Settings

*If Internet connection fails, try restartingthe CloudConnect module. If failure persists, contact JAS Monitoring
at Team@dJensenAppliedSciences.com for help.
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Troubleshooting:

After adding a new WiFi network, restart the CloudConnect module by turning it off
then back on again. Upon restart, the CloudConnect module should attempt to use the
new network.

When adding a new WiFi network, the name of the WiFi must be typed exactly.

The WiFi module uses 2.4 GHz for WiFi, a 5 GHz router will not work. Many routers are
dual-band (both 5GHz & 2.4GHz) which should work fine.

Browser-based Bluetooth required:
— PureAire Some devices (iPhones/iPads) or browsers (Safari,
CloudConnect
WiFi Setup though they have Bluetooth capability. In that case,
This is where you can configure wifi networks on your you W|I| see a screen ||ke ‘th|S

sensors. You can add, remove, or list all the stored wifi
networks on the device.

This process requires browser-based Bluetooth, usually
requiring a desktop or Android

Use Windows/MacOS/Android using a recent
version of Chrome, Edge, or Opera.

Desktop or Android (Chrome or Edge) are usually supported:
see options here

If you are having any trouble getting your WiFi module setup on your network, please
contact JAS.
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Firefox, IE) don't allow browser-based Bluetooth, even
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12. Calibrate Current Loop

The CloudConnect module receives 02 data from the Monitor via a 4-20mA current loop. For
the best monitoring experience, calibrate the current loop data to ensure that the 02
information displayed on the Monitor's screen will match the 02 shown in CloudConnect.

*Without calibration, the O2 on CloudConnect may differ slightly from the O2 displayed on the Monitor's screen.

** Calibrating the 4-20mA current loop is NOT the same as calibrating the actual 02 Monitor.
See your PureAire Monitor Manual - Section 6.1 “Monitor Verification” for more details. **

In order to calibrate the CloudConnect module monitor data, you will need your 02
Monitor plugged in and the cloud module properly connected to it.

= PureAire CloudConnect 2) Navigate to the “Calibrate” tab from
Current Loop Calibration the main (vertical) menu, and click the
T e n sy beweun e sseamonne sroem e ot “Select Monitor” button.

Monitors : )
This process requires browser-based Bluetooth, usually requiring a desktop or Android

% This process happens over Bluetooth, so
1) Ensure yourmenitor is turned on and the cloud module is connected to it
2) (WiFi modules only) Wait for WiFi setup mode to complete the ClOUdCOﬂneCt mOd Ule m USt be
3) Click the button below and select your monitor nearby- You Can nOt Com plete thIS
[ oot entr process remotely.

*If you have a WiFi module, you must wait for WiFi
Setup mode to complete.

jas-pureaire.uc.r.appspot.com wants to pair

3) Click on the device that shows up in the list, then
click “pair”, and wait a few seconds.

4 Argon-K4UYBF - Paired

*This list will only show CloudConnect modules available to
calibrate, so don’t worry about pairing with the wrong device.

*Depending on your browser, the module may be named in the
format of "PA-O2-XYZ” or "Argon-XYZ~

@ . Seanning Cancel Pair
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= PureAire CloudConnect

< Back Calibration

D 1) Using the joystick, enter the 4-20mA loop maenu on your menitor.

Monitors 2) Adjust the "zera" value until the current is hovering as close to 4 mA as possible. 4) Once ConneCtedl your mOdU|e WI” Stream the
3) Adjust the "span” value until the current is hovering as close to 20 mA as possible

latest current value in milliamps, every few seconds.

1.11 mA
While watching this value, you will need to adjust 2
settings on the Monitor via the joystick.
Calibrate
Settings
+Plus 5) Use the Monitor's joystick to enter
: the “Set 4-20mA loop” screen
Previous Next
This will require using the Monitor's password
- Mifiis to enter the menus. More info can be found in
the Monitor's User Manual - Section 5,/ 5.5.1
Plus — Pushing the joystick in this direction increases the value 2 a ”
Minus — Pushing the joystick in this direction decreases the value Set 4 ZomA /00p :
Next — Pushing the joystick in this direction moves you to the next level of the menu hierarchy.
Previous — Pushing the joystick in this direction takes you out to the last level of menu hierarchy.
Enter — Pushing the joystick directly in the center enters the information into the microprocessor
Set 4-20mA loop..
20.9%

6) Adjust the “Zero” value (0-255) until the CloudConnect value hovers around 4mA.

et dmA Zero. .. 255
20.9% 20.9%

5) Adjust the “Span” value (0-255) until the CloudConnect value hovers around 20maA.

..oet 20mA Span... e
20.9% 20.9%

After calibration, the Monitor and CloudConnect should display the same 02 value.
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Browser-based Bluetooth required:

PureAire
CloudConnect

Current Loop Calibration

This is where you can calibrate data coming from a 4-20ma
current loop. This will ensure data is in sync between the
physical monitor screen and cloud.

This process requires browser-based Bluetooth, usually
requiring a desktop or Android.

Desktop or Android (Chrome or Edge) are usually supported:

see options here

Some devices (iPhones/iPads) or browsers
(Safari, Firefox, IE) don’t allow browser-based
Bluetooth, even though they have Bluetooth
capability. In that case, you will see a screen
like this.

Use Windows/MacOS/Android using a
recent version of Chrome, Edge, or
Opera.

Please contact JAS ifyou are having trouble calibrating the 02 Monitor

CloudConnect Manual — Rev 1.6 June 23, 2026

current loop.
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13. Forgot Password

Occasionally, you might forget your password and be unable to log in to CloudConnect.
It is easy to reset your password, you just need access to your email.

1) Navigate to https://app.pureairemonitoring.com/forgot_password

Pure/l:re
I}II]lIIll:llllnE[:t

Forgot Password

Enter your email and we'll send you a password reset link.

Email

Send Reset Email

Once you receive the reset email, click on the link provided.

Remember your password? Logln

2) Enter your email address, then click “Send Reset Email”

3) Click the link in your reset email (Check your spam if you don’t see it in your email)

PureAlre
C2¢loudConnect

Reset Password

The email link to get here should autofill the reset code.

Reset Code
this will be prefilled *

Password Ow

Confirm Password O

Reset Password

Know your password? Login

Need the reset email? Forgot Password

Here you can enter a new password, then click “Reset Password”. That's it!
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14. Inviting Coworkers in Settings

If you'd like to give more people within your company remote monitoring access to the
Monitors, navigate to the “Settings” tab from the main menu on the left.

General Settings

Invite others into your organization, or edit your profile

Organization

Name: Test Company
ID: testcompany

Key: testc75256

Invite Link: Click To Copy

Test Company has 1 user.
No. Name Email Phone

1 Dillon Jensen dillon@jensenappliedsciences.com 952-594-4530

Log Out

Log Out

Version: 0.0.5

Powered by JAS Monitoring

Profile

Name
Dillon Jensen -

Phone Number
952:594-4530 .

Last Activity

519 PM, Apr 18

In the top left, you can copy the join link for your company. Send this link to your
coworkers, and they'll be able to join the same way you have already.

On the right, you can edit your profile. On the bottom, you will see a table of people who
have joined your company, and the last time they have accessed the software.

On the very bottom is a button to log out. This will redirect you back to the login page.

Puredire

C2¢loudConnect

Log In

Email

Password Ow

Version 0.1.2

Forgot your password? Forgot Password

Need an account? Create Account

Powered by JAS Monitoring

CloudConnect Manual — Rev 1.6 June 23, 2026
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15. Contact Us

For inquiries regarding the CloudConnect Module:

Please contact JAS at: Team@JensenAppliedSciences.com
(952)-594-4530

For inquiries regarding PureAire Monitors:

Please contact PureAire Monitoring Systems at:
PureAireMonitoring.com

(847)726-6000

(888)788-8050

CloudConnect Manual — Rev 1.6 June 23, 2026
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